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						100402-400PKG = ReadyMax Economy Stand And Shield Station
					

					
						
							$3,300.00
						
					

					
						UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US.
The 100402-400PKG includes the 100402-400 economy UV flood, stand, shield and rear shield assembly. This unit is perfect for UVA materials.
	400-Watt metal halide lamp (600 Watt is Optional).
	Parabolic reflector illuminate an 8 x 6 inch curing area.
	100mW/cm2 UVA light (320–390nm) are standard.
	Other light ranges are optional.
	150mW/cm2 with optional 600 watt power supply and bulb. REQUEST QUOTE FOR THIS SPECIAL BUILD.
	Switch-mode power supply maintains constant lamp power regardless of variations in AC line input or lamp voltages.
	Auto-Range AC Line Input, at 90-132 / 180-265 VAC input makes the Programmable flood easy to use anywhere in the world.

Availability: 2 - 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100403-400PKG = ReadyMax Programmable UV Curing Sation
					

					
						
							$5,500.00
						
					

					
						UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US.
The 100403-400PKG includes the 100403-400 programmable UV flood and the 100500 UV curing chamber. This unit is perfect for UVA materials.
LCD display and digital keypad.


	400-Watt metal halide lamp (600 Watt is Optional).
	Parabolic reflector illuminate an 8 x 6 inch curing area.
	100mW/cm2 UVA light (320–390nm) are standard.
	Other light ranges are optional.
	150mW/cm2 with optional 600 watt power supply and bulb. REQUEST QUOTE FOR THIS SPECIAL BUILD.
	Front LED's: Lamp Ready, Standby, Shutter Open and System Alarm.
	Switch-mode power supply maintains constant lamp power regardless of variations in AC line input or lamp voltages.
	Auto-Range AC Line Input, at 90-132 / 180-265 VAC input makes the Programmable flood easy to use anywhere in the world.
	The Curing Chamber offers Inside dimensions of 9” x 9” x 10.4” with an adjustable shelf. Outside dimensions are 11.8” x 11.6” x 12.1”D = 13.3 w/ door handle

Availability: 2 - 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100406-600PKG = ReadyMax Quad Programmable Flood Station
					

					
						
							$11,550.00
						
					

					
						UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US
The 100406-600PKG = ReadyMax Quad Programmable Flood Station includes the programmable UV flood and the UV curing chamber. 600W UVA enhanced arc lamps, UV/IR protective glasses, power cord and manual. This unit is intended for UVA materials. System can be special quoted for UVB & visible spectrum lamps - contact IDS for that quote.
	Four banked 600-Watt long-life arc lamps
	Four banked Parabolic reflectors illuminate a 16 x 12 inch curing area with evenly distributed UV light.
	Typical Irradiance @ 4" height is 110 mW/cm2 for UVA. The system has a user adjustable intensity level (200W-600W). Time, intensity as well as all other settings can be password protected.
	Duration of curing is controlled by a 1 to 9999 second or hour exposure timer that actuates the shutter. Or use manual mode for use in long exposure applications.
	LCD display and digital keypad. Four front panel LEDs are provided: Lamp ready, system in standby mode, shutter open, and system alarm.
	The wide range 200-240VAC input voltage range allows the IntelliRay Quad to be used worldwide.

Availability: 3 to 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100407N = ReadyMax Economy SunSpot curing system - Second Generation
					

					
						
							$4,040.00
						
					

					
						UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US.


100407N  ReadyMax Economy SunSpot curing system - Second Generation This unit is perfect for UVA & UVB materials.
	The Second Generation Sunspot’s 200W lamp provides you 18+ W/cm2 UVA and > 30W/cm2 output from 300 to 550 nm to maximize curing speed. Regulated dual fans insure cool operation and reliability for a lamp life of approximately 2000 hours.
	Auto-Range AC Line Input, at 90-132 / 180-265 VAC input makes the Programmable flood easy to use anywhere in the world.
	Includes long life arc lamp, 5mm x 1m liquid filled light guide, shutter control foot pedal, UV/IR protective glasses, line cord, and manual

Availability: 2 - 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100415  = UVA 400W UV Flood Metal Halide Flood Lamp ONLY
					

					
						
							$275.00
						
					

					
						UVA 400W UV Flood Metal Halide Flood Lamp Bulb. Intended for use with IDS equipment, 400W Flood Heads Only. Approximate 1000 hour work life.


Availability: Ships in 1-2 weeks. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100426 = UV Basic FloodCure Radiometer. Specify - UVA, UVB, UVC, UVV
					

					
						
							$2,550.00
						
					

					
						Single Channel Radiometer. Customer must specify UVA, UVB, UVC, or UVV when ordering.Up to 10W/cm².


Operating Ranges Depend On Which Channel Is Specified:
High Power:
- UVA, UVB, UVV: 100-10000 mW/cm²
- UVC: 10-1000 mW/cm²


Mid Power:
- UVA, UVB, UVV: 10-1000 mW/cm²
- UVC: 1-100 mW/cm²


Low Power:
- UVA, UVB, UVC, UVV: 1-100 mW/cm²


Availability: Radiometers are special order therefore non-cancelable and
non-returnable and have a 10-12 week lead time.
Radiometers come with a Calibration Certificate that is good for 6 months.  
If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100427 - UV FloodCure Selectable Radiometer Selectable 320-445nm
					

					
						
							$5,445.00
						
					

					
						Selectable Channel Radiometer. UVA, UVB, UVC, and UVV. Specify Operating Ranges When Ordering (In Note To Seller Box At Checkout):


Operating Ranges:

High Power:
- UVA, UVB, UVV: 100-10000 mW/cm²
- UVC: 10-1000 mW/cm²

Mid Power:
- UVA, UVB, UVV: 10-1000 mW/cm²
- UVC: 1-100 mW /cm²

Low Power:
- UVA, UVB, UVV, UVC: 1-100 mW/cm²


Availability: Radiometers are special order therefore non-cancelable and
non-returnable and have a 10-12 week lead time.
Radiometers come with a Calibration Certificate that is good for 6 months.  
If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100416  = UVB 400W UV Flood Metal Halide Flood Lamp ONLY
					

					
						
							$398.00
						
					

					
						UVB 400W UV Flood Metal Halide Flood Lamp Bulb. Intended for use with IDS equipment, 400W Flood Heads Only. Approximate 1000 hour work life.


Availability: Ships in 1-2 weeks. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100432  = Liquid Light Guide for Spot System - 5MM diameter, 1.5M length
					

					
						
							$675.00
						
					

					
						Liquid Light Guide for Spot System - 5MM diameter, 1.5M length Intended for use with 100407N  ReadyMax Economy SunSpot curing system


Availability: Ships in 1-2 weeks. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100454  = 100W Short Arc lamp for Spot System
					

					
						
							$395.00
						
					

					
						100454 = 100W Short Arc lamp Intended for use with 100407N  ReadyMax Economy SunSpot curing system


Availability: Ships in 1-2 weeks. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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						100465 = UV Protective Glasses
					

					
						
							$75.00
						
					

					
						100465 = UV Protective Glasses Intended for use with IDS UV flood systems. Includes protective case (not pictured).


Availability: Ships in 1-2 weeks.
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						100466 = UV Protective Glasses for over prescription glasses
					

					
						
							$75.00
						
					

					
						100465 = UV Protective Glasses for over prescription glasses. Intended for use with IDS UV flood systems. Includes protective case (not pictured).


Availability: Ships in 1-2 weeks.
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Reactive materials called photo initiators are added to resins for adhesive bonding, coating, sealing, and printing to name a few. The artificially produced Ultraviolet light will cure these adhesives by causing the liquid resin to polymerize, becoming a solid. This is similar to two part epoxies, which when mixed in the proper proportions, turn from a liquid to a solid. Light curing resins, on the other hand, are single component products ready to use as received without measuring or mixing.
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The relationship between the speed of curing and lamp intensity is not linear (doubling the intensity does not offer half the cure time). The most complete reaction will occur at high peak intensity for a relatively short period of time. This is a more effective type of curing as a similar (or even a higher) dose of UV light, which is spread over a longer period of time.

UV adhesives can be cured with exacting control using Readymax™ UV Curing Systems. These units are designed to give accurate curing cycles and long life. For details, specifications and features, click on any of the drop down links.






	
		100403-400PKG = ReadyMax Programmable UV Curing Sation
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			UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US.
The 100403-400PKG includes the 100403-400 programmable UV flood and the 100500 UV curing chamber. This unit is perfect for UVA materials.
LCD display and digital keypad.


	400-Watt metal halide lamp (600 Watt is Optional).
	Parabolic reflector illuminate an 8 x 6 inch curing area.
	100mW/cm2 UVA light (320–390nm) are standard.
	Other light ranges are optional.
	150mW/cm2 with optional 600 watt power supply and bulb. REQUEST QUOTE FOR THIS SPECIAL BUILD.
	Front LED's: Lamp Ready, Standby, Shutter Open and System Alarm.
	Switch-mode power supply maintains constant lamp power regardless of variations in AC line input or lamp voltages.
	Auto-Range AC Line Input, at 90-132 / 180-265 VAC input makes the Programmable flood easy to use anywhere in the world.
	The Curing Chamber offers Inside dimensions of 9” x 9” x 10.4” with an adjustable shelf. Outside dimensions are 11.8” x 11.6” x 12.1”D = 13.3 w/ door handle

Availability: 2 - 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.

		


	










	
		100406-600PKG = ReadyMax Quad Programmable Flood Station
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		11,550.00
		   
	


			


		


		 


		 


		

		


	


		
			UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US
The 100406-600PKG = ReadyMax Quad Programmable Flood Station includes the programmable UV flood and the UV curing chamber. 600W UVA enhanced arc lamps, UV/IR protective glasses, power cord and manual. This unit is intended for UVA materials. System can be special quoted for UVB & visible spectrum lamps - contact IDS for that quote.
	Four banked 600-Watt long-life arc lamps
	Four banked Parabolic reflectors illuminate a 16 x 12 inch curing area with evenly distributed UV light.
	Typical Irradiance @ 4" height is 110 mW/cm2 for UVA. The system has a user adjustable intensity level (200W-600W). Time, intensity as well as all other settings can be password protected.
	Duration of curing is controlled by a 1 to 9999 second or hour exposure timer that actuates the shutter. Or use manual mode for use in long exposure applications.
	LCD display and digital keypad. Four front panel LEDs are provided: Lamp ready, system in standby mode, shutter open, and system alarm.
	The wide range 200-240VAC input voltage range allows the IntelliRay Quad to be used worldwide.

Availability: 3 to 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.

		


	










	
		100402-400PKG = ReadyMax Economy Stand And Shield Station
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		3,300.00
		   
	


			


		


		 


		 


		

		


	


		
			UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US.
The 100402-400PKG includes the 100402-400 economy UV flood, stand, shield and rear shield assembly. This unit is perfect for UVA materials.
	400-Watt metal halide lamp (600 Watt is Optional).
	Parabolic reflector illuminate an 8 x 6 inch curing area.
	100mW/cm2 UVA light (320–390nm) are standard.
	Other light ranges are optional.
	150mW/cm2 with optional 600 watt power supply and bulb. REQUEST QUOTE FOR THIS SPECIAL BUILD.
	Switch-mode power supply maintains constant lamp power regardless of variations in AC line input or lamp voltages.
	Auto-Range AC Line Input, at 90-132 / 180-265 VAC input makes the Programmable flood easy to use anywhere in the world.

Availability: 2 - 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.

		


	










	
		100407N = ReadyMax Economy SunSpot curing system - Second Generation
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			UPS GROUND SHIPPING COSTS INCLUDED - anywhere in the continental US.


100407N  ReadyMax Economy SunSpot curing system - Second Generation This unit is perfect for UVA & UVB materials.
	The Second Generation Sunspot’s 200W lamp provides you 18+ W/cm2 UVA and > 30W/cm2 output from 300 to 550 nm to maximize curing speed. Regulated dual fans insure cool operation and reliability for a lamp life of approximately 2000 hours.
	Auto-Range AC Line Input, at 90-132 / 180-265 VAC input makes the Programmable flood easy to use anywhere in the world.
	Includes long life arc lamp, 5mm x 1m liquid filled light guide, shutter control foot pedal, UV/IR protective glasses, line cord, and manual

Availability: 2 - 4 week build time. Need multiple units or a special build? Contact IDS directly for a quote. If you have never used this system with your material, be sure to speak with an IDS employee before ordering to confirm the compatibility.
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Open Monday to Friday, 7:30am to 4:30pm Pacific:


Call Anytime: 818.597.4300
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